KPSF CATHEDRAL CITY, CA BMP-20120125AAB 1200 kHz

Electric Field Strength
at 1 kmradius
millivolts per meter - mV/m
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Facility ID: 161373 20

Application ID: 1484338

CDBS Antenna System ID: 117401

Azi mut h Et heo ESt d

0 680. 80 715. 22

5 696. 80 732.01
10 726.73 763. 42
15 766. 11 804. 76
20 809. 74 850. 55
25 852.78 895. 72
30 891. 38 936. 24
35 922. 86 969. 29
40 945. 68 993. 24
45 959. 23 1007. 47
50 963. 76 1012. 22
55 960. 10 1008. 37
60 949. 50 997. 25
65 933. 42 980. 38
70 913. 29 959. 24
75 890. 28 935. 09
80 865. 20 908. 77
85 838. 41 880. 64
90 809. 85 850. 67
95 779. 26 818. 56
100 746. 35 784.02
105 711.15 747.07
110 674.19 708. 29
115 636. 74 668. 99
120 600. 87 631. 35
125 569. 38 598. 31
130 545. 41 573. 16
135 531. 66 558. 73
140 529. 45 556. 42
145 537.98 565. 37
150 554. 35 582. 55
155 574. 30 603. 48
160 593. 17 623. 27
165 606. 69 637. 46
170 611. 46 642. 47
175 605. 29 635. 99
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC’s Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Prepared by Audio Division, Media Bureau
Federal Communications Commission
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Theoretical pattern RMS: 704.06
Standard pattern RMS:  739.63

Estd Eaug
587. 32 617. 14
558. 24 586. 62
520. 34 546. 86
477. 56 501. 99
435. 37 457. 74
400. 09 420. 75
377. 46 397. 02
370. 26 389. 48
376. 88 396. 42
392. 44 412.73
411.61 432. 83
430. 65 452.79
448. 09 471. 08
464. 55 488. 34
482. 02 506. 67
503. 05 528. 72
529. 74 556. 72
563. 07 591. 69
602. 65 633. 22
646. 87 679. 61
693. 36 728. 41
739. 49 776. 82
782.68 822. 15
820. 59 861. 94
851. 22 894. 09
873.02 916. 97
884. 87 929. 41
886. 15 930. 76
876. 85 920. 99
857. 60 900. 78
829. 83 871. 64
795. 94 836. 06
759. 37 797. 68
724. 60 761.19
696. 82 732.03
681. 05 715. 49




